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UNIVERSAL LOW PRESSURE FUEL PUMPS

IN/OUT 
HOSE ID 

(mm)

BATTERY 
VOLTAGE

1.CURRENT 
MAX AMPS

BATTERY GROUND

     NEGATIVE              POSITIVE

PRESSURE

     Max kPa               Max PSI

FLOW
MAX L/h

GE001 8.0 12 0.8 yes yes 17-31 2.5-4.5 113

GE003 8.0 12 1.8 yes yes 34-62 5-9 113

GE004 9.5 12 2.3 yes yes 31-40 4-5.75 272

GE143 9.5 12 1.7 yes yes 69-96 10-14 132

GE205 8.0 6 2.0 yes yes 34-55 5-8 113

GE206 9.5 24 0.8 yes yes 38-62 5.5-9 132

GE239 8.0 12 1.5 yes no 31-41 4.5-6 129

GE242 8.0 12 1.5 yes no 21-31 3-4.5 114

GE392 8.0 12 2.0 yes no 10-30 1.5-4.5 85

GE393 8.0 12 1.6 yes no 30-50 4.5-7.5 110-155

GE394 8.0 12 1.6 yes no 30-50 4.5-7.5 110-155

Part Number Notes:
GE001: Is suitable for carburetted Polaris Quad bikes.
GE392: Suitable for very low pressure SU and CD Stromberg Carburettor applications. 
GE392 & GE393: Petrol only, suitable as a transfer pump.
GE394: Petrol, E85, Diesel and Bio Diesel compatible, suitable for transfer pump uses.
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